ASPHALT PAVING

STANDARD INFLOW

6" | 18"

] OUTFLOW SLOPE TO MATCH
1 SLOPE OF SUPERELEVATION
OF ROADWAY
2 - /\/ R=3/4 ASPHALT PAVING
4 )

T ~ \
H La:a"h" 4 = . DRAWING DEVELOPED FOR ML—3/
s YA T L IR ROR © ML—4 PROJECTS., FOR ML—1/
RS B ML—2, ADDITIONAL REQUIRMENTS

AND QA REVIEWS ARE REQUIRED.

{REMOVED THIS NOTE WHEN IN—
REVERSE QUTFLOW SERTED INTO A DRAWING PACK-—

AGE).

CURB AND GUTTERS [/ \
U |

SCALE: NONE

DESKN NGINCERING GONSTRUGTION® SERVICES
NOTES FOR DESIGNER: (oo NOT INCLUDE ON CONSTRUCTION DRAWINGS)

BALANL Eng Standerie\Fry, Merusl [LEM]\3, Apforoyad\ST—0211 1-2Diriiceq, D/11/D4 & Dy DGIME

ENGINEERING STANDARDS MANUAL

1. WHEN EDITING DETAIL TO SUM PROJECT, ADD JOB SPECIFIC REQUIREMENTS AND DELETE ONLY THOSE PORTIONS
THAT DO NOT APPLY. TC SEEK A VARIANCE FROM APPLICABLE REQUIREMENTS, CONTACT THE ESM CML POC.

2. REVERSE OUTFLOW GUTTER SHALL BE INSTALLED FOR ROADWAYS INCORPORATING SUPERELEVATION. SLOPE
OF GUTTER TO MATCH SUPERELEVATION SLOFE TO AVQID TRAFPFING WATER.

3. FOR ADDITIONAL REQUIREMENTS REFER TO THE ENGINEERING STANDARDS MANUAL CML CHAPTER.
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